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	Supported Products
	Supported Operating Systems

	Corsair Vengeance K70 RGB keyboard
	Windows 8/8.1

	Corsair Gaming K65 RGB keyboard
	Windows 7

	Corsair Gaming K70 RGB keyboard
	Windows Vista

	Corsair Gaming K95 RGB keyboard
	

	Corsair Gaming M65 RGB mouse
	

	Corsair Gaming Sabre RGB Optical mouse
	

	Corsair Gaming Sabre RGB Laser mouse
	


Release Notes (1.2.77)
Fixes

· Fixed an issue in the keyboard lighting playback engine that caused blinking on some repeating effects.
Release Notes (1.2.74)
Enhancements
· Selecting Profile and/or Mode links directly to keyboard and mouse and is applied in realtime now.

· Pre-defined lighting groups (ALL, Arrows, WASD) no longer appear by default when new Profile or Mode is created.

· All Modes will now contain their own independent lighting groups and will not be shared with other Modes.
· Firmware Update Reminders works in real time now to detect if a firmware update is necessary for each device.

· USB Polling Rate has been re-enabled under Device Menu.

· Re-enabled “Save Profile to Device Memory” functionality.
Fixes

· Modified artwork for the Mouse Performance DPI feature in CUE by implementing greater contrast.

· “Automatically create application profiles stored on device” is now off on default.

· Improved DPI customization by removing “Assign New Lighting” and “Clear” menu options for mouse DPI indicator to prevent confusion.

· “Technical Support” button now properly links to http://corsair.force.com.

· CTRL-BREAK listening is now off by default. To re-enable, right-click the CUE icon system task bar.

· “Clone to all modes in profile” for Mice Lighting now works correctly.

· Firmware Update message will now properly state update is complete when firmware installation is completed.

· Various states of malfunction have been addressed and solved.

· Type Lighting now carries over to cloned profiles.

Important Note:

If you have an international K70 RGB keyboard that had been updated to FW 1.12, and even after installing this software and firmware 1.13 or 1.14 it is exhibiting the behavior that one or two keys are not lit and don’t function properly, please see the document that accompanies this one in the software release zip file (Intl K70 RGB Restore Instructions.doc) for instructions on how to restore the keyboard.

Note About Firmware Update
This software release was developed to accompany the latest release of the keyboard and mouse firmware (v1.13 or v1.14). Once you have installed the software, it will prompt you to download and install the new firmware. You can also download and install the firmware manually in the CUE software by going to “SETTINGS > Device” and pressing the “Update Firmware” button for your keyboard or mouse.
Keyboard Connectivity:

· Connecting via USB 3.0:
 Use one connector (the one with the keyboard icon) when connecting via USB 3.0

· Connecting via USB 2.0: Use both connectors when using USB 2.0. Important Note: Plug in the connector with the two arrows icon first, and the connector with the keyboard icon second.
